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OptICAL MOUNtS
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plate Clamp 830-0055 holds thin light-
weight plates, like filters, transparencies, 
resolution targets and razor blades used 
in knife edge experiments.
These black finished steel Clamps may 
be directly screwed for example to the 
mounting stud of a Mounting post or to a 
base plate with Rotary Clamp 820-0130.

PLaTe cLaMP830-0055

code Weight, kg Price, EUR
830-0055 0.04 9

50

2

Ø
1

2

M6x6 deep

5 hex key

fixing screw

the model 830-0060A and model 830-
0070A filter holders provide safe, sepa-
rate, with maximum clear aperture plate 
optics location and offer quick change 
convenience. Each plate held separately 
to prevent scratching and is registered by 
dovetailed pins for easy relocation. Hold-
ers are convenient and useful for quick 
coloured or neutral density filters combina-
tion adjustment.
Model 830-0060A holder holds up to two, 
while model 830-0070A up to five optics 
plates with dimensions 40×40 mm (max 
80×80 mm) or Ø40 mm (max Ø80 mm), 
thickness up to 4.5 mm in vertical position.
finish: black anodized aluminium.
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830-0070A

fiLTer HoLderS830-0060A 
830-0070A

code Weight, kg Price, EUR
830-0060a 0.09 20
830-0070a 0.12 22
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