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LarGe rod MounTinG cLaMP810-0061

the Mounting Large Rod Clamp 810-0061 
has one mounting surface with M6 holes. 
It provides coarse vertical positioning of 
mounted components along the large rod 
810-0040 or 810-0050. 820-0090 and 820-
0060 bases and 810-0080, 810-0090 angle 
brackets can be fastened to the edge or to 
the mounting surface of positioner.
finish: black oxidized steel.

complementary Products 
code Page

810-0040 8.18
810-0050 8.18
810-0080 8.23
810-0090 8.23
820-0060 8.35
820-0090 8.36

860-0010	XYZ 8.104
860-0110 8.130

50
65

50

25

7 holes

2 holes

M6

M6

25

70

Mounting option: Large 
Rod with Rod Base 
810-0050, Large Rod 
Mounting Clamp   
810-0061 and  
Kinematic Mirror and 
Beamsplitter Mount 
840-0020, Movable 
Base 820-0060

Mounting option:
Large Rod with  
Rod Base 810-0050, 
Large Rod Mounting 
Clamp 810-0061, 
Movable Base 820-0090, 
Compact Translation 
Stages 860-0010 XYZ

Mounting option:
Large Rod with  
Rod Base 810-0050, 
Large Rod Mounting 
Clamp 810-0061, 
Movable Base  
820-0090,   
Tilt/Rotation  
Stage 860-0110

code Weight, kg Price, EUR
810-0061 1.00 49

LarGe rod SMaLL MounTinG cLaMP (aLuMiniuM)810-0062A

code Weight, kg Price, EUR
810-0062a 0.07 22

Large Rod Small Mounting Clamp 810-
0062 has one mounting surface with 3 M6 
holes and 1 M4 hole. It provides coarse 
vertical positioning of mounted compo-
nents along the Large Rod 810-0040 or 
810-0050. Optical mounts can be fastened 
using movable base 820-0060. 
Material: black anodized aluminium.
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